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■ Setup Example   Combined with a distortion pedal

Guitar Amp FRV-1 BD-2

NEW
A classic reborn - the legendary sound of 
the1963 Fender® Spring Reverb returns as a 
modern stompbox. BOSS and Fender® USA 
have collaborated to create the FRV-1, a 
stunning recreation of the legendary 
’63 Fender® Reverb via COSM® technology. 
The FRV-1 puts that timeless tube-driven 
reverb sound under your foot in a tough, 
reliable compact pedal.

n Recreates the legendary spring-reverb sound of 
    the 1963 Fender® Reverb via COSM technology
n Easy operation with three classic controls 
    for Dwell, Tone, and Mix for creating sounds from 
    buttery warmth to sparkling twang
n Cool, retro appearance
n Road-tough BOSS metal construction

FENDER® is the trademark of FMIC. 
All rights reserved.

Specifications
n Nominal Input Level –20 dBu n Input Impedance 1 MΩ n Nominal Output Level –20 dBu n Output Impedance 1 kΩ n Recommended Load 
Impedance 10 kΩ or greater n Power Supply DC 9 V: Dry battery 6F22 (9 V) type (carbon)/Dry battery 6LR61 (9 V) type (alkaline), AC Adaptor (PSA series: 
optional) n Current Draw 37 mA (DC 9 V) * Expected battery life under continuous use: Alkaline: 10.5 hours. These figures will vary depending on the actual 
conditions of use. n Dimensions mm: 73 (W) x 129 (D) x 59 (H), inches: 2-7/8 (W) x 5-1/8 (D) x 2-3/8 (H) n Weight 420 g / 15 oz (including battery) 
n Accessories Owner's Manual, Dry battery/9 V type (6LR61) n Option AC Adaptor (PSA series)   

The Fender® Spring Reverb is the sound that launched 
the surf-music phenomenon, and is a staple of rockabilly, 
country, and blues. Later, it became commonplace in grunge 
and other modern genres. Now the same legendary sound 
can be had in an affordable, rugged compact pedal.

A Timeless Classic - the 1963 Fender® Spring Reverb

* 0 dBu = 0.775 Vrms



FENDER® and BASSMAN® 
are the trademarks of FMIC. 
All rights reserved.

FENDER® and DELUXE REVERB® 
are the trademarks of FMIC. 
All rights reserved.
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Fender® Bassman® Pedal

By using the FBM-1 as a pre-gain 
pedal, the unique sound of the 
Bassman® can be combined with a 
clean guitar amp or tube amp. 
The gorgeous tone characteristic of 
the Bassman® can be easily 
reproduced with control knobs and 
the BRIGHT IN — just like the 
original.

With the FDR-1 employed as a 
pre-gain pedal, the classic sound of 
the Deluxe Reverb® can be combined 
with a clean guitar amp or tube amp. 
Equipped with control knobs just like 
the original, the FDR-1 perfectly 
simulates the characteristic spring 
reverb and vibrato of the beloved 
Deluxe Reverb®.
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Electric guitarFDR-1

Fender® amps of the ’50s and ’60s are beloved 
and coveted by guitarists around the world. 
Thanks to BOSS’ technology and tone know-
how, the new FBM-1 brings the natural, fat, rich, 
bright tone of the Fender® Bassman® to a BOSS 
pedal. Features include the same controls of the 
original Bassman®.

●Recreates the legendary tone of the 1959 Fender® 
Bassman® amp ●Additional BRIGHT IN provides 
the classic bright tone of the original Bassman® 
●Presence, Treble, Mid, and Bass EQ controls 
●Road-tough BOSS metal construction ●Pre-gain 
pedal for adding or retaining Fender® tone color

The FDR-1 is based on the Fender® 1965-era 
Deluxe Reverb® — a coveted tube amp known 
for its natural touch-responsive and distinctive 
snappy overdriven sound. This Legend-series 
pedal contains the same controls as the 
original Deluxe Reverb®.

●Recreates the legendary tone of the 1965 
Fender® Deluxe Reverb® guitar amp ●Level, 
Gain, Treble, Bass, Vibrato, and Reverb controls 
●Road-tough BOSS metal construction 
●Perfect pre-gain pedal for adding or retaining 
Fender® tone color 

With its rich, fat, and present 
tone, Fender’s classic 
’59 Bassman® is a staple of 
rock, country, and blues. 
Originally designed for bass, 
the all-tube Tweed amp 
became a hit with guitarists 
as well.

The ’65 Fender® Deluxe Reverb® 
has been an icon of rock, 
country, and blues for decades. 
This famous tube amp provides 
excellent picking response, 
natural overdrive, supreme 
spring reverb, and vibrato.

Fender® Corporation licensed the use of 
“Fender® Bassman®” to the BOSS FBM-1, 
as well as the use of “Fender® Deluxe 
Reverb®” to the BOSS FDR-1. No other 
pedals carry this official license.

Two of the Most Popular Fender® Vintage Amps Officially licensed 
by Fender®

FENDER® is the trademark of FMIC. 
All rights reserved.

FENDER®, BASSMAN®, and DELUXE REVERB® are the trademarks of FMIC. All rights reserved.

All specifications and appearances are subject to change.
All trademarks used in this catalog are the property of their respective companies.
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Fender® Deluxe Reverb® Amp Pedal

FBM-1 Bassman® Specifications
n Nominal Input Level –20 dBu n Input Impedance 1 MΩ n Nominal Output Level –20 dBu n Output Impedance 2.2 kΩ n Recommended Load Impedance 10 kΩ or greater n Power Supply DC 9 V: Dry battery 6F22 (9 V) type 
(carbon)/Dry battery 6LR61 (9 V) type (alkaline) , AC Adaptor (PSA series: optional) n Current Draw 36 mA (DC 9 V) * Expected battery life under continuous use: Carbon: 3 hours, Alkaline: 10 hours. These figures will vary depending 
on the actual conditions of use. n Dimensions mm: 73 (W) x 129 (D) x 59 (H), inches: 2-7/8 (W) x 5-1/8 (D) x 2-3/8 (H) n Weight 440 g /1 lb (including battery) n Accessories Owner’s manual, Dry battery/9 V type (6LR61)  
n Option AC Adaptor (PSA series)

FDR-1 Deluxe Reverb® Specifications
n Nominal Input Level –20 dBu n Input Impedance 1 MΩ n Nominal Output Level –20 dBu n Output Impedance 2.2 kΩ n Recommended Load Impedance 10 kΩ or greater n Power Supply DC 9 V: Dry battery 6F22 (9 V) type 
(carbon), Dry battery 6LR61 (9 V) type (alkaline), AC Adaptor (PSA series: optional) n Current Draw 40 mA (DC 9 V) * Expected battery life under continuous use: Carbon: 2.7 hours, Alkaline: 9 hours. These figures will vary depending 
on the actual conditions of use. n Dimensions mm: 73 (W) x 129 (D) x 59 (H), inches: 2-7/8 (W) x 5-1/8 (D) x 2-3/8 (H) n Weight 440 g /1 lb (including battery) n Accessories Owner’s manual, Dry battery/9 V type (6LR61) 
n Option AC Adaptor (PSA series)

* 0 dBu = 0.775 Vrms

* 0 dBu = 0.775 Vrms


